
TATA S FC  4 07  C H A S S I S  S P EC I F I C AT I O N S  

ENGINE
Model 
TATA 497 SP

Type
Water Cooled Direct Injection Diesel 

Engine
No. of Cylinders
4 Inline

Bore / Stroke
97 mm x 100 mm

Capacity
2956 cc

Max. Engine Output
55.2 kW (~75PS) @ 2800 rpm

Max. Torque
225 Nm @ 1500-2000 rpm

CLUTCH
Type
Single Plate Dry Friction Type

Outside Diameter of Clutch Lining
240 mm (Reinforced)

GEARBOX
Model
Gbs-18 Synchromesh

No. of Gears
5 Forward, Reverse

FRONT AXLE
Heavy Duty Forged I Beam Reverse 
Elliot Type

REAR AXLE
Single Reduction, Hypoid Gears, 
Fully Floating Axle Shafts

STEERING
Power Steering

FRAME
Ladder Type Frame with Riveted /
Bolted Cross Members.

SUSPENSION
Type
Semi-elliptical Leaf Spring at 
Front & Rear

BRAKES
Service Brakes
Vacuum Assisted Dual Circuit 
Hydraulic with Tandem Master 
Cylinder

Parking Brake
Hand Operated

Engine Exhaust Brake
Coupled with Service Brakes
(Optional)

WHEELS & TYRES
Tyres
7.50x16-16PR-Rib Type Diagonal 
Ply
7.50x16-16PR-Lug Type (Optional)

Wheel Rims 
6.00 G x 16 Sdc

No. of Wheels
Front-2, Rear-2, Spare-1

ELECTRICAL SYSTEM 
System Voltage
12 Volts

Alternator Capacity
65 Amps

Battery
12 V, 70 AH Capacity

FUEL TANK
Capacity
60 Litres

CABIN
All Steel Semi Forward Control

CHASSIS DIMENSION
Wheel Base (mm)
3100

Overall Length (mm)
5050 

Max. Width (mm) 
2000 

Overall Height (Unladen)
2270 (Cab) 

Front Overhang
745

WEIGHTS (KG)
3100 WB

Max. Permissible Faw
2140

Max. Permissible Raw
3160

Max. Permissible GVW 
5300

PERFORMANCE
3100 WB

Max. Gradeability in 1st Gear
22.5%

Max. Geared Speed in Top Gear
(with Standard Rear Axle)
105 Kmph

Minimum Turning Clearance Circle 
12.9

Minimum Turning Circle Dia in m. 
12

TATA SFC 407 REEFER 
BEST ON THE GO REFRIGERATION

Factory Build Peace of mind High quality Wide Service
Network



TATA SFC 407
REEFER SPECIFICATIONS

PARAMETER SUB PARAMETER SFC407 INSULATED SFC407 CHILLED SFC407 FROZEN

BOX  Length External / Internal 2800 mm / 2640 mm 2800 mm / 2610 mm 2800 mm / 2610 mm

DIMENSIONS WIdth External / Internal 2000 mm / 1840 mm 2000 mm / 1840 mm 2000 mm / 1800 mm

 Height External / Internal 2000 mm / 1820 mm 2000 mm / 1800 mm 2000 mm / 1760 mm

 Box Internal Volume 8.8 Cum 8.6 Cum 8.2 Cum

BOX  Base Asembly Sandwich Panel Construction Sandwich Panel Construction Sandwich Panel Construction

CONSTRUCTION Insulation Floor - XPS Floor - XPS Floor - XPS
  Other Panels - PUF (40 Kg/m3) Other Panels - PUF (40 Kg/m3) Other Panels - PUF (40 Kg/m3)

 Sandwich Panel Thickness Floor 100mm. Roof Walls &  Floor & Roof 100mm. Walls &  Floor & Roof 120mm. Walls & 
  Door 80mm Door 80mm Door 100mm

 Flooring Type Anti Slip GRP Anti Slip GRP Anti Slip GRP

 Skin Type Outer 1.5mm GRP 1.5mm GRP 1.5mm GRP

 Skin Type Inner 1.5mm GRP 1.5mm GRP 1.5mm GRP

DOOR  Rear Door Type / Opening Rear Double Door / 2700 Rear Double Door / 2700 Rear Double Door / 2700

 Side Door One Flap Door on Co-driver  One Flap Door on Co-driver side / 1800 One Flap Door on Co-driver side / 1800

  side / 1800  

 Sealing EPDM multi Leaf type  EPDM multi Leaf type  EPDM multi Leaf type 
  rubber beading rubber beading rubber beading

 Temperature / Application Insulated Box.  0 to + 25 Deg C (Chilled Application) - 20 to + 25 Deg C (Chilled Application)
  No active Refrigeration

REFRIGERATING  Refrigerating Uint Not Applicable Carrier Citimax 400 or Equivalent Carrier Citimax 500 or Equivalent

UINT Drive Unit Not Applicable From Truck Engine From Truck Engine

ACCESSORIES Accessories   

 PVC Strip Curtains Optional Optional Optional

 Wind Deflector Yes Not Applicable Not Applicable


