
  

P/N: 12905-0032 
 

EcoSleeveTM 65gsm Sterile Sleeves are 

Microporous film Sleeves widely used in 

places such as precision electronics 

factories, pharmaceutical factories, 

hospital equipment factories, computer 

rooms, hospitals, kitchens, etc.  

Certified with ISO 13485:2016, EN 

14126:2003+AC:2004 

Characteristics Results 
Material 65gsm Microporous film 

Color White 

Sizes 40x20cm, 50x20cm 

Sterilization 
Process 

Gamma Irradiated 

Bursting Strength 220kPa (Average) 

Synthetic Blood 
Penetration 
Resistance 

Pass 

 

 

Part # Description 

 
 

 

 

 

 
 

Size Chart 
Packaging 

NW 
/GW 

Case Size 
A 

(cm) 
B 

(cm) 
C 

(cm) 
D 

(cm) 
12-905-0032A              EcoSleeveTM 

65gsm Sterile 
Sleeves, 

40x20cm 

40±1 20±1 10-11 6±0.5 

2pcs/bag, 
200pcs/case 3kg/4kg 42x30x37 cm 12-905-0032B 

 
EcoSleeveTM 
65gsm Sterile 

Sleeves, 
50x20cm 

50±1 20±1 10-11 6±0.5 

 

Parameters Specifications 
 

Features  
Strong quality, waterproof 

Knitt Cuffs 

Excellent fluid resistance 
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Disclaimer: 

This document and the information contained herein is the property of EcoPark (S) PTE. LTD. (Ecopark) and may not be used or reproduced without permission. Product users should conduct all appropriate testing or other evaluations 

to determine the suitability of Ecopark products for a particular purpose or use within a particular environment. ECOPARK DISCLAIMS ALL WARRANTIES OTHER THAN WHAT HAS BEEN EXPRESSLY PROVIDED. 

 

 

www.ecoparksg.com 

Technical Data Sheet 
Country of Origin: China 

EcoSleeveTM 65gsm 
Sterile Sleeves 


